
Find a Specific Product: Cut-off Machines  

TS 420 STIHL Cutquik® 

A 14” cutting wheel puts this cut-off machine in the big 

leagues of performance, efficiency and ease of use. 

 

 
TS 420 STIHL Cutquik® Specifications - Professional Use  

DISPLACEMENT  4.07 cu. in.  

ENGINE POWER  4.4 bhp  

ENGINE SPEED  9,000 rpm  

MAXIMUM SPINDLE SPEED  5,350 rpm  

ARBOR SIZE  .787 in.  

MAXIMUM WHEEL SIZE  14"  

MAXIMUM CUTTING DEPTH  4.9"  

POWER SOURCE  Gas  

WEIGHT  21.2 lbs.  

FUEL CAPACITY  24 oz.  

Note: Weight displayed is dry weight including water attachment and guard. Shown with 

optional STIHL diamond wheel.  

Are You Ready for a STIHL?  

Important Information 

WARNING! Never use carbide-tipped, wood cutting or circular saw blades on cut-off machines. 

They can cause severe personal injury or death from reactive forces, blade contact or thrown tips. 

Never cut wood of any type.  

Note: STIHL engine products with the Caring for Nature logo are cleaner than EPA Standards 

for exhaust emissions.  

Note: STIHL recommends use of fuel with no more than 10% Ethanol content. Using fuel with 

greater than 10% Ethanol content may cause damage to your equipment and may void your 

STIHL warranty. Learn More… 

https://www.stihlusa.com/products/cut-off-machines/professional-cut-off-machines/ts420/
https://www.stihlusa.com/information/articles/gasoline-guidelines-outdoor-power-equipment/


 

WARNING! Improper use of any power tool may cause serious or fatal injury. Read, understand 

and follow carefully the operating and safety instructions in your instruction manual before using 

such products. 

 

STIHL products sold through U.S. STIHL Dealers are for distribution in the United States 

only.  

 

https://www.p65warnings.ca.gov/

